C630

N D E co Mining Grade Floor Chain

\/

Helical Rotor Tooth Pattern

Introducing the
NEW NDEco HD Suspension With High Speed Axles

M A N U R E Stepped Flighting Design With
Vertical Supports
B

The C Series vertical beater spreaders feature a unique beater design for a consistent spread pattern
across all materials. Mining-grade floor chains, hydraulic drive, and a guillotine tailgate ensure reliable,
controlled material flow, while the profiled body prevents bridging. A heavy-duty undercarriage with
spring bogie suspension delivers lasting durability and a smooth ride.



Specifications
C630

HEAPED CAPACITY
634 Cubic Feet / 18 Cubic Metres

STRUCK CAPACITY
442 Cubic Feet /13 Cubic Metres

CARRYING CAPACITY

42,990 Ibs /19,500 kg
(Capacity Of Axles And Drawbar Minus Weight 0f Machine)

35,273 Ibs /16,000 kg (Product Capacity)

WIDTH
9'4" /2850 mm

LENGTH
28’ 3" / 8620 mm Total Length

(Tip of beaters to drawbar)

HEIGHT
132" / 111t/ 3353 mm

BEATER DIAMETER
2'11" /900 mm To Tip Of Teeth

3'5" /1050 mm To Tip Of Bottom Paddles
RECOMMENDED TRACTOR HP 200 hp

MINIMUM TRACTOR PTO HP 160 hp
BEATER SPEED 376 rpm

PT0 SPEED 1000 rpm

TIRESIZES 560/60r22.5
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